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Å Sizes available to 6000 Gallon.  Å In cab controls for operator convenience.  

  Å Various spray nozzles, duck bills to water cannons.  



TANK: 

To have a capacity of 2,000 gallons.  Shall be oval 

in cross section.  Constructed of 10 gauge steel.  

Heads to be flanged and reinforced, constructed of 

10 gauge steel.  Tank will be equipped with two 

(2) 10 gauge steel surge plates with a minimum 

12" space between bottom of tank and surge 

plates, and 6" space between top of tank and surge 

plates.  Tank will be electrically welded inside and 

out and a Non-Destructive Testing procedure is 

used to check for leaks. Tank  to be coated with a 

epoxy type sealer to prevent rust. All welds will be 

preformed in accordance with A.S.M.E. specifica-

tions. Tank will be equipped with a 20" full open-

ing manhole with  a 2 1/2" overflow/vent pipe, 

2İ" anti-siphon hose and a hydrant fill with re-

movable strainer. Tank will be equipped with TA-

PERED sub frame to assure drainage to rear dis-

charge valve.  Tank shall include an anti-

cavitations sump to allow pump to function with 

out  the suction of air at low water levels.  Tank to 

be mounted to truck with composite spacers and 

slip mounts to allow for movement between tank 

and truck frame without damaging tank. 

 

HYDRAULIC: 

To be powered by a load sensing Piston Pump, to 

provide constant water flow regardless of truck 

speed, driven off of a transmission mounted PTO. 

Pump will drive a fixed displacement gear motor. 

Having variable speed control for setting product 

pump speed . Thirty gallon reservoir, all necessary 

hoses, strainers, filters, overload protection, fit-

tings and temperature gauge shall be included. 

 

PUMP: 

Pump shall be Goulds pump, size 4" x 6" split case 

with 13" impeller, capacity of 750 gallons per mi-

nute at 50 PSI at 1780 RPM.  
 

PIPING: 

All plumbing shall be done in wrought steel with 

flexible connections to and  from pump manifold.  

All lines shall be designed to be self draining. No 

valves required for winterizing. Unit shall be 

equipped with four (4) duckbill style nozzles,  rat-

ed at 150 GPM ea.  Nozzles will be adjustable for 

horizontal and vertical movement, two (2) to be 

located in front of vehicle ahead of steering 

wheels, and two (2) on the side of tank ahead of 

drive wheel.   Unit shall also include a 6" air oper-

ated dump valve. 

 

CONTROLS AND INSTRUMENTS: 

Unit will have controls mounted inside cab. It will 

include  manifold  pressure gauge, pump speed 

control, and control  switches to operate individual 

water functions.  A digital level gauge with hi/low 

alarm will also be included in the control panel.  

 

HOSE REEL: Unit shall include an electric re-

wind hose reel with 50' of 1" hose with adjustable 

nozzle.  

PAINT: 

All exterior parts to be primed and painted two (2) 

coats of  2-part polyurethane white paint.  

 

MANUALS: 

Two (2) sets of manuals will be issued with each 

unit. Additional manuals upon request. 

 

WARRANTY: 

One (1) year on parts and workmanship, compo-

nent parts manufacturers warranty prevails. The 

tank shall have a five year warranty from leakage 

due to cracking from normal use.  

 

All components as specified or equal. 
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Water Cannon - An Elkhart Sidewinder water monitor 

shall be added to the unit as optional equipment.  It shall 

include a joystick controller to operate the cannon in the 

up/down, and the left /right position.  The joy stick also 

controls the spray pattern of the nozzle from a fog spray 

to a stream.  Cannon shall be bumper mounted with crash 

guard.   

 

Hook Frame Mount- Tank can be mounted to an A-

Frame style hook  for use with a swap-loader truck.  This 

includes all necessary hydraulic quick couplers and elec-

trical quick connects to run pumping system.  Additional 

swing-away nozzles and quick disconnect nozzles are 

available on request. Appropriate for properly sized engi-

neered tanks.  

 

Trailer Mounted-  All tanks ranging from 500 gallons to 

6000 gallons may be trailer mounted upon request.  Trail-

er specification available per unit size on request.  

 

Tank Sizes-  Tank sizes available from 500-6000 gal-

lons.  Truck  mounted unit will be manufactured in ac-

cording to all state and federal DOT regulations.   

 

Work Light-Optional  Halogen style flood lamps for 

filling and spraying under low light conditions. 

 

Strobe Light-Optional Strobe lights, work lights and ar-

row boards mounted at rear, are available upon request. 

 

Whelen DOT3 Light System- Optional DOT3 light sys-

tem with 700 series lights to give you high visibility rear  

lights.  Includes rear amber strobe, stop, tail ,turn, backup 

light and 2 mirror mounted strobes. 

 

Whelen Super LED Light System: LED light system 

with 700 series lights to give you high visibility rear  

lights.  Includes rear amber strobe, stop, tail ,turn, backup 

light and 2 mirror mounted strobes. 

 

Arrow board: Optional Arrow board mounted at the rear 

or top, with left and right arrow flashing along with a 

hazard flashing mode. 

 

Garden Hose Adapter: Tank outlet with valve that al-

lows attaching a water hose for watering purposes. 

 

Loading Hose: Tank to be equipped with 2İ"x 15' diam-

eter loading hose and a 2İ" diameter side loading valve 

located on curb side of tank.  
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